
Distributor, 3-way, 180°, galvanized steel, M10x1.00
Art.Nr.: VERT-3-319

3-way distributor 180°, with internal thread 3 x M10x1.00, steel, galvanized

Scope of delivery: 1 x distributor, with 6.5mm hole for mounting on the vehicle

Material: Steel, galvanized
Dimensions: approx. 31 x 25 x 15 mm (w/h/t)
Weight: approx. 25 gr.

Braided steel brake lines and kits from HEL Performance:

HEL-Performance® brake line kit, including banjo bolts** and accessories**

no expansion of the lines at high temperatures
eliminates the spongy feeling on the brake lever
direct and precise braking point
Teflon inner core with stainless steel sheathing

 

Product information

18,00CHF  / pcs.
incl. 8,1% VAT plus 12,00CHF DHL-Shipping

Ready for dispatch within 1–2 working days. Deliverytime approx. 3–5 working days!



only stainless steel connections
Lower maintenance costs for the brake system
Motorsport proven technology

* For availability and delivery with ABE or parts certificate, please refer to the latest version of our ABE, which you can download here as a PDF
file:

www.help erformance.com/certification

The ABE is updated on an ongoing basis. If your vehicle is not or not yet included, please contact us directly.

(** is included, if required)

available options

DISTRIBUTOR type
6.5mm hole, without thread, silver
with threaded hole M6, black

 

Product information


